





2. Linking the module with a remote control or switch

This product is compatible with all Edisio devices: remote control, switches, wireless detectors 5
and the DiO Smart Home main unit for control using your smartphone. 2 X
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Using the DiO main unit, you can control your home wherever you are through your
smartphone and also make your Edisio module compatible with DiO devices. For more
information, visit www.getDiO.com

5. Reset

2.1. Linking the module with the hub unit

To reset the module to factory mode and to delete all associations with other devices, press

Link lighti dule t Smart H hub t trol lighti ith
N your Ignting module to your smart flome hub to confro’ your fignting with your the R button for 10 seconds. The led flashes 3 times to confirm.

EMR-1000SM smartphone and create your scenarios, for example to turn on/off your living room lights at
On/Off Lighting mini module a specific time or simulate someone being at home while you are away. Please refer to your
main unit manual to add the module.

6. Troubleshooting
% 2.2. Asociar con un emisor The light does not turn on/off when pressing the remote control or switch, or when the

detector is activated:
- Check that the module has been installed correctly and that it is connected to the power

111
Il

supply.
x EMR-1000SM  1x manual g | » - Check the polarity of the battery(ies) in the device and/or that they are not depleted.
£ £ - Make sure that the device is linked to the module.
Important: A minimum distance of 1-2 m is necessary between two Edisio receivers. The
. R . range between the module and the Edisio device may be reduced by the thickness of the
1. Installing the lighting module walls or an existing wireless environment.
1. Press once the R button of the Edisio module. The blue LED turns on to inform the Warning: Do not use in a damp location.
11 Warning!! progammation is active.
Disconnect the power supply before carrying out any work. q q q
Please contact your electrician if you have any doubts about your installation. 2. Within 10 seconds, push the “ON” button of the wall switch or remote control, the blue LED 7. Technical SPECIﬁcatIOHS

flash to confirm the association.

= - Protocol: edisi:
1.1 Connect the module to your |Ightln9 3. Within 10 seconds, push again the R button of lighting module to confirm the link and the F:ngce?\c;: :6“;.3 MHz

LED turns off. Transmission range: 150 m (in free field)
Connect the module to the lighting by placing the Neutral wire (blue) in the (N) terminal, the EIRP: 3 mW
live wire (brown) going to the light in the terminal (1). Connect the module to the power The mini shutter module can be linked with up to 32 different control devices. Max. 32 associated transmitters

supply by connecting the Neutral wire (blue) to the second (N) terminal and the live wire

(brown) to the (L) terminal Operating temperature: 0 to 35°C

3. Delete the link wi remote control or switch Power supply: 230V~50Hz
Max. power : - 8,5A (cos @ =1)
- Resistive load: 2000W

1. Push during 5 seconds the R button of the shutter module (press E button is you move - LC loads (LED): 500W (Max. 10 bulbs)

the R button). hx1xp:40x40x20 mm

2. Within 10 seconds, push the button of remote control/ switch to remove.

3. Within 10 seconds, push again the R button of module. Indoor use (IP20). Do not use in a damp environment.

e 4t 8. Supplementing your installation

4. Advanced features
L N Supplement your installation with Edisio solutions to control your heating, lighting, roller
230V-~50H By default or after reset the timer and the repeater are deactivated. shutters or garden.
~. 1z
Timer: Easy, high-quality, scalable and economical...learn about all of the Edisio solutions at
a o It is possible to activate a timer on the module so that the connected device turns www.edisio.com
1.2 Connect the module behind a wall switch off automatically after the time allotted. Several timers are possible:

2 minutes: Activate: 3xR => the led flashes 3x slowly to confirm.
By default, the module is configured for ‘ Disable: 3xR => the led flashes 3x quickly to confirm.
a push button switch, if you have a 5 minutes: same 4xR / 10 minutes: same 5xR / 30 minutes: same a6xR / disabled by default
classic or toQgIe SWitCh’ press 9xon 7N Si 1 t ( hi ) IRecydi':ig ith Ex WEEE directi (2002/96/EC) and directi latc (2006/66/EC),
the R button of the module. lgne repeater (mesningl: . i lecrcal o elcironc devics o accumulator must b collected separaly by  ocal st specaliing n the collection
Press the R button again 9x to return -trl'? ethentc'i th? La'dlilragge bztwfen YSur.de‘t"feS: you cantAenabeEHt]hls fucr;c;ﬂon. By default, ‘ of such waste. Do not dispose of these products with ordinary waste. Check the regulations in force. The logo shaped like

e function is disabled in order to optimize the response time of the module. awaste bin indicates that this product must not be disposed of with household waste in any EU country. To prevent any risk
to the push button mode. To activate: 7xR => the led flashes 7x slowly to confirm. tothe etnvt'\[;onme‘m orbl‘mman hfea\\l:du;elo un(onlr.?l\edts(rapping, re;y;le the pro(il;(lin‘a vespodnsib‘lle Tanner.‘ms will
: TR — ) ; " gt promote the sustainable use of material resources. To return your used device, use the return and collection systems, or

Connect the module to the lighting |—®—| Disable: 7xR => the led flashes 7x quickly to confirm. Do not activate more than 5 "meshing B contact the original dealer. The dealer will recycle it in accordance with regulatory provisions.

receivers per installation, in way to avoid slowing down the system.
by placing the Neutral wire (blue) in

the N terminal, the live wire (brown)
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in the terminal (1). Move the R button imjlt;/?&o‘ogy declares that the device EMR-1000SM is conformed with the requirements and provisions of Directive RED
If you have difficulty accessing the module after installation, we advise you to move the R
Connect the module to the power supply button to the control button on Edisio switch, that we are calling the button E. www.chacon.be/en/conformity

by placing the Neutral wire (blue) in the To activate: 2xR => Press button E of the switch => the led flashes 2x to confirm.

_sei(;mzll-l)\ltterm_lnall, the (brown) live wire The switch becomes Master. You can now pair other remote controllers or Edisio switches to Hotline
inthe (L) terminal. i W the module using the E button on the Master switch without having to access the R button
L N on the module installed behind your lamp or switch. .
Connect your push button or classic switch Y P www.ediso.cm/contact-us/
230V~50Hz V1.0 190808

to the second L terminal and S terminal.




